GD / GDH Series

Grinder Pumps

Y/ secionalview

Power Cable Export
Insulation Treatment. no
leaking issue.

H Class Copper Wire. (180°C)
B Class Motor Insulation. (120°C)

GD/GDH

GRINDER PUMPS

Liquid temperature : 0~40°C / 32~104°F

HP range : 1.5~3HP / 1~2.2KW

PH:6~8

Rated Speed : 2900 / 3450 rpm

Protection calss :1P68 High Hardness & Anti-Wearing

Maximum depth : 8M Grinding Rings can crush all
the foreign matters.

HCS (High Chromium Steel)

Double Bearings to ensure
steady shaft operation & long
service life on mechanical seal
and grinding rings.

Fixed Double Mechanical
Seals to ensure pump
Long service life.

For GDH
High Pressure. High Head.

J// Features

1 - The cutter material is HRC.
2 - Stainless steel motor housing.
High head grinder pump.

// Standard Accessories

Model No. Accessories  Pedestal Type
Appllcatlons (eI Elbow, Flange TOS-S

+ Sewage and black water disposal SO Elbow. Flange |  TOS-S
> Animal husbandry sewage and epf<i Elbow. Flange TOS-S

wastewater disposal ©o"E Elbow. Flange |  TOS-S
> Leather factory sewage disposal
(€1p)z B2l Elbow, Flange

W) oimension
// Dimenison

Y)5oecitication

Output Outlet Max LPM Flow @ Head Max Dimension ~ Weight
HP KW mm inch FlIOW(LPM) 50 10m 15M 20Mm 25M Head(M) | x w x Hmm) Kg
el 15| 1 [32[1-1/4"| 230 |220|170|100| - | - 20 |245x200x 525 30 7
e 2 | 15|32 [1-1/4"| 235 |225|200(150| 70 | - 23 |245x200x525| 32 o
GD-30 . 1-1/4" 245 x 200 x 575 g

50/60Hz

Model No.

Dimenison L2

LPM Flow @ Head
10M 15M 20M

Dimension
L x W x H(mm)
GDH-15(G) K] 1-1/4" 240 x 190 x 500
(el (el 2 [ 1.5 (32 |1-1/4" 175 170] 165|160 135| 80 30 240 x 190 x 520 32 20 40 60 B0 100 120 140 160 160 200 220 240(LPM)

S I T N G B B B LN oA
H" means high head B s e e e s (M)
"G" means flanged elbow

Flow(LPM)
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